
KB60 [6056] 사양 

기산 시스템 www.kisansystem.kr - 1 - 

 KB60 [6056] 특징 및 주의사항 

– 13채널 디지털 절연 출력입니다. 
– 다수의 상태를 표시하거나 제어 신호가 필요할 때 유용합니다. 
– 입출력 연결단자의 GND[10번]는 외부장치와 연결하지 마십시오. 
 

 KB60 [6056] 사양 

① 기본 특성 
– 인터페이스 : USB 1.1 (USB 2.0 호환) 
– 사용전원 : USB전원 
– 사용온도 : -20 ~ 70 ℃ 
– 절연전압 : 1000 VDC 
– 프로토콜 : ModbusRTU / KiBus 
 

② 입출력 특성 
– 13채널의 포토커플러 출력 
– 제어 가능한 최대 싱크전류 100mA 
– 제어 가능한 최대 전압 +30VDC 

 

디지털 절연출력 

– Channels : 13 Isolation Common Ground Output 
– Output Characteristic : Open Collector Photocoupler 
– Maximum Current Sink : 100mA 
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 KB60 [6056] 입출력 연결단자 와 내부구조 

 

번

호 
이름 기능 

1 Dout 6 Digital Output Channel 6 

2 Dout 7 Digital Output Channel 7 

3 Dout 8 Digital Output Channel 8 

4 Dout 9 Digital Output Channel 9 

5 Dout 10 Digital Output Channel 10 

6 Dout11 Digital Output Channel 11 

7 Dout 12 Digital Output Channel 12 

8 GND Common Output GND 

9 NC 사용 없음 (Not Connected) 

10 GND Ground (사용제한) 

11 

USB USB Port 12 

13 

14 Dout 0 Digital Output Channel 0 

15 Dout 1 Digital Output Channel 1 

16 Dout 2 Digital Output Channel 2 

17 Dout 3 Digital Output Channel 3 

18 Dout 4 Digital Output Channel 4 

19 Dout 5 Digital Output Channel 5 

20 GND Common Output GND 
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