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KM6011 

4-ch Temperature/Humidity Input, 

4-ch Isolated Digital Input, 

4-ch Relay Output Module 

 

General 
 

- Power Input 10 ~ 30 V DC 

- Power Consumption 1.2 W @ 24 V DC 

- Operating Temperature -20 ~ 70 ℃ 

- Supported Protocols ModbusRTU/KiBus/NuDAM 

 

Temperature/Humidity Sensor Input 

- Channels 4 

- Sensor RHT05 

 Temperature  

- Operating range -40 ~ 120 ℃ 

- Stable operating range -20 ~ 80 ℃ 

- Accuracy depend on RHT05 

 Humidity  

- Operating range 0 ~ 10 0% 

- Stable operating range 10 ~ 9 0% 

- Accuracy depend on RHT05 

- Wire Red: 5 V DC 

Black: 0 V DC 

Yellow: DATA 

 

Photocoupler Input 

- Channels 4 

- Input Level Single Ended Input 

Logic level 0: 1 V max. 

Logic level 1: 3.5 ~ 24 V 

- Isolation Voltage 1,000 V RMS 

- Input Resistance 1 kΩ 
 

Relay Output  

- Channels 4 

- Contact Rating 
Type A 

1A/250VAC, 1A/30VDC  

 
KM6412 

8-ch NTC Thermistor Input 

Module 

 

General 
 

- Power Input 10 ~ 30 V DC 

- Power Consumption 0.6 W @ 24 V DC 

- Operating Temperature -20 ~ 70 ℃ 

- Supported Protocols ModbusRTU/KiBus 

 

NTC Thermistor Input 

- Channels 8 

- Input Type Thermistor (NTC) 

- Thermistor Types and Temperature Ranges 

  Thermistor 1 k -50 ~ 90°C 

  Thermistor 100 k -50 ~ 90°C 

- Accuracy ±0.5°C 
                   

 
KM6413 

4-ch RTD Input Module 

 

 

General 
 

- Power Input 10 ~ 30 V DC 

- Power Consumption 0.5 W @ 24 V DC 

- Operating Temperature -20 ~ 70 ℃ 

- Isolation Voltage 1,000 V DC 

- Supported Protocols ModbusRTU/KiBus/NuDAM 

 

RTD Input 

- Channels 4 

- Input Connections 2 ,3 or 4-wire 

- Input Type Pt100 

(optional Pt1000) 

- Resolution 16-bits 

- Sampling Rate 1 sample/second 
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KM6419 

4-ch Thermocouple Input 

Module 

 

General 
 

- Power Input 10 ~ 30 V DC 

- Power Consumption 0.6 W @ 24 V DC 

- Operating Temperature -20 ~ 70 ℃ 

- Isolation Voltage 1,000 V DC 

- Supported Protocols ModbusRTU/KiBus/NuDAM 

 

Thermocouple Input 

- Channels 4 

- Input Type Thermocouple 

- T/C Type and Temperature Range 

 K type -2500℃~1300℃ 

J type -120℃~900℃ 

E type -100℃~700℃ 

T type -250℃~350℃  

- Resolution 16-bits 

- Sampling Rate 5 samples/second 

  

               


