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KM6050 

7-ch Digital Input Module, 
8-ch Digital Output Module  

 
General  

- Power Input 10 ~ 30 V DC 
- Power Consumption 0.4 W @ 24 V DC 
- Operating Temperature -20 ~ 70 ℃ 
- Supported Protocols ModbusRTU/KiBus/NuDAM 
 
Digital Input  

- Channels 7 
- Input Level  
 Dry Contact : Logic level 0: Close to GND 

Logic level 1: Open 
 Wet Contact : Logic level 0: 1 V max. 

Logic level 1: 3.5 ~ 30 V 
 
Pull up Resistor: 1 kΩ to 5 V 

 

 
Digital Output  
- Channels 8 

Open Collector Transistor to 
30 V 

- Max Current Sink 240 mA 
  
  
 

 

 

 

 

 

 

 

 

 

KM6052 

8-ch Isolated Digital Input 
Module 

 
General  

- Power Input 10 ~ 30 V DC 
- Power Consumption 0.5 W @ 24 V DC 
- Operating Temperature -20 ~ 70 ℃ 
- Supported Protocols ModbusRTU/KiBus/NuDAM 
 
Photocoupler Input 
- Channels 8 
- Input Level 6 Differential Channels, 

2 Single Ended 
Logic level 0: 1 V max. 
Logic level 1: 3.5 ~ 24 V 

- Isolation Voltage 1,000 V RMS 
- Input Resistance 1 kΩ 
  
  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

KM6053 

16-ch Digital Input Module 
 

 
General  

- Power Input 10 ~ 30 V DC 
- Power Consumption 0.6 W @ 24 V DC 
- Operating Temperature -20 ~ 70 ℃ 
- Supported Protocols ModbusRTU/KiBus/NuDAM 
 
Digital Input  

- Channels 16 
- Input Level  
 Dry Contact : Logic level 0: Close to GND 

Logic level 1: Open 
 Wet Contact : Logic level 0: 1 V max. 

Logic level 1: 3.5 ~ 30 V 
 
Pull up Resistor: 1 kΩ to 5 V 
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KM6054 

14-ch Universal Input Module 
 

 
General  

- Power Input 10 ~ 30 V DC 
- Power Consumption 0.7 W @ 24 V DC 
- Operating Temperature -20 ~ 70 ℃ 
- Supported Protocols ModbusRTU/KiBus 
- Channels 14 
 
Digital Input  

- Input Level  
 Dry Contact : Logic level 0: Close to GND 

Logic level 1: Open 
 Wet Contact : Logic level 0:  

    Lower than User Level 
    or Equal to User Level 

Logic level 1:  
    Higher than User Level 

 

 
Analog Input  
- Input Impedance 1 MΩ 
- Input Type Voltage 
- Input Range 0 ~ 24 V DC 
- Accuracy 5 % or better 
- Resolution 11-bits 
- Sampling Period 20 ms. 
  
  
 

 

 

 

 

 

 

KM6056 

15-ch Sink Type Isolated 
Digital Output Module 

 
General  

- Power Input 10 ~ 30 V DC 
- Power Consumption 0.5 W @ 24 V DC 
- Operating Temperature -20 ~ 70 ℃ 
- Supported Protocols ModbusRTU/KiBus/NuDAM 
 
Digital Output  
- Channels 15 

Open Collector Photocoupler 
to 30 V 

- Max Current Sink 10 mA ( optional 100mA) 
  
  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

KM6060 

4-ch Isolated Digital Input, 
4-ch Relay Output Module 

 
General  

- Power Input 10 ~ 30 V DC 
- Power Consumption 1.8 W @ 24 V DC 
- Operating Temperature -20 ~ 70 ℃ 
- Supported Protocols ModbusRTU/KiBus/NuDAM 
 
Photocoupler Input 
- Channels 4 
- Input Level Single Ended Input 

Logic level 0: 1 V max. 
Logic level 1: 3.5 ~ 24 V 

- Isolation Voltage 1,000V RMS 
- Input Resistance 1 kΩ 
 
Relay Output  
- Channels 4 
- Contact Rating 2ch : Type A 

1 A/250 V AC, 1 A/30 V DC 
2ch : Type C 
0.6 A/125 V AC, 1 A/30 V DC 
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KM6063 

8-ch Relay Output Module 
 

 
General  

- Power Input 10 ~ 30 V DC 
- Power Consumption 4 W @ 24 V DC 
- Operating Temperature -20 ~ 70 ℃ 
- Supported Protocols ModbusRTU/KiBus/NuDAM 
 
Relay Output  
- Channels 8 
- Contact Rating Type A 

5 A/250 V AC, 5 A/30 V DC 
  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

KM6070 

4-ch Isolated Digital Input, 
4-ch SSR Output Module 

 
General  

- Power Input 10 ~ 30 V DC 
- Power Consumption 0.7 W @ 24 V DC 
- Operating Temperature -20 ~ 70 ℃ 
- Supported Protocols ModbusRTU/KiBus/NuDAM 
 
Photocoupler Input 
- Channels 4 
- Input Level Single Ended Input 

Logic Level 0: 1 V max. 
Logic Level 1: 3.5 ~ 24 V 

- Isolation Voltage 1,000 V RMS 
- Input Resistance 1 kΩ 
 
SSR Output  
- Channels 4 

Solid State Relay 
- Contact Rating 1 A/220 V AC 
  
  
 

 

 

 

 

 

 

 

 

 

 

 

KM6073 

8-ch SSR Output Module 
 

 
General  

- Power Input 10 ~ 30 V DC 
- Power Consumption 0.9 W @ 24 V DC 
- Operating Temperature -20 ~ 70 ℃ 
- Supported Protocols ModbusRTU/KiBus/NuDAM 
 
SSR Output  
- Channels 8 

Solid State Relay 
- Contact Rating 1 A/220 V AC 
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KM6080 

2-ch Counter/Frequency Module 
 

 
General  

- Power Input 10 ~ 30 V DC 
- Power Consumption 0.6 W @ 24 V DC 
- Operating Temperature -20 ~ 70 ℃ 
- Supported Protocols ModbusRTU/KiBus/NuDAM 
 
Counter Input  
- Channels 2 

32-bits Counter 
- Input Frequency 200 kHz 
- Input Pulse Width min 5 μs 
- Input Mode isolated and non-isolated 
- Isolated Input Level Logic level 0: 1 V max. 

Logic level 1: 3.5 ~ 24 V 
- Isolation Voltage 1,000 V RMS 
- Non-isolated Input 

Level 
Logic level 0: 0.8 V max. 
Logic level 1: 2.4 ~ 5 V 

- Maximum Count 4,294,967,295 
- Programmable Digital 

Noise Filter 
100 us ~ 6553.5 ms 
 (100 us unit) 

- Alarm Alarm Comparator on Each 
Counter 

- Frequency 
Measurement Range 1 Hz ~ 200 kHz 

- Programmable Gate Enable/ Disable Counter 
 
Digital Output 

 

- Channels 2 
Open Collector Transistor to 
30 V 

- Max Current Sink 30 mA 
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